FEATURES
OPTICAL SYSTEM

Catalog Number

Type
AH-100MHC-7AR-277

SP

* Reflector - Self-flanged, specular clear or semi-diffu
reflector.

» Baffle/cone - Specular clear upper reflector. Microgroove
baffle with white painted flange or specular black cone
with flange that matches cone finish.

* Optical system optimally balances brightness control and
high efficiency.

e Lamp is visible before reflected lamp image. Lamp image
reflects smoothly from top of reflector to bottom for
aperture appearance similarto incandescent.

¢ Controlled anodizing process suppresses iridescence.

HOUSING

* 16-gauge galvanized steel mounting/plaster frame with
friction support springs to retain optical system. Maximum
7/8" ceiling thickness.

e Expandable, self-locking mounting bars provide horizontal
and vertical adjustment.

* (Galvanized steel junction box with bottom-hinged access
covers and spring latches. Two combination 1/2"-3/4" and
four 1/2" knockouts for straight-through conduit runs.
Capacity: 8 (4in, 4 out) No. 12 AWG conductors.

ELECTRICAL SYSTEM

e Die-cast aluminum socket housing for effective heat
dissipation and positive lamp positioning.

e Medium-base porcelain socket with nickel-plated screw
shell. Extended porcelain socket for "open fixture" metal
halide lamp.

e Prewired, encased-and-potted, 120/277V or 120/347V
ballast tray module. Module can be attached before or
after mounting of mounting/plaster frame.

e Thermally-activated insulation detector.

LISTING

e Fixtures are UL listed for thru-branch wiring, recessed
mounting and damp locations. Listed and labeled to com-
ply with Canadian Standards (see Options).

ENERGY

LER.DOH  Annual Lamps Lamp Ballast Input
Energy Cost Lumens Factor Watts
38 $6.39 (1)100W MHC 8700 1.00 125

Calculated in accordance with NEMA standard LE-5.

HID Downlights

6" AH

Open Reflector

arrow Distribution
MH or HPS Lamp

Aperture: 6-1/4 (15.9)

Ceilingopening: 6-7/8 (17.5)

Overlap trim: 7-1/2(19.1)
0

17-3/4 (45.1)

18-1/2 (47.1)

All dimensions are inches (centimeters).

ORDERING INFORMATION Example: AH 100M 6ARN 120
Choose the boldface catalog nomenclature that best suits your needs and write it on the appropriate
line. Order accessories as separate catalog numbers (shipped separately).
AH
T T I I I I
|Series|| Wwattage/Lamp  |[ Reflector Type | Finish |[Voltage| Options |
AH  Metal Halide 6ARN Clear (blank) _S_pecular low 120 WLP With lamp (shipped separately).
50M MP50/C/U/MED 6PRN  Pewter mde_scgnt 277 TRW White painted flange. (Standard with 6MBN.)
70M MP70/C/U/MED  6WTRN Wheat LD Semi-diffuse 347 LRC® Provides compatibility with Lithonia Reloc
100M MP100/C/U/MED 6UBRN Umber !O_W System. Lithonia Reloc System can be installed
Color-Corrected Metal Halide' 6CRN Champagne Gold Iridescent less this option with connectors provided by
70MHC MPC70/C/MED 6GRN  Gold others. Access above ceiling required.
QRS* Quartz restrike system (uses maximum 100W
HlOENIPHC MPCS]OS/C/MED GMBNz Black Baffle . DC base qUartZ |amp by Others).
[s] ressure sodium 6BCN Black Cone Accessories QRSTDS Quartz restrike system with time delay.
50S LU50/D/MED Orderas separate catalog number. Operates like QRS, except quartz lamp
70S LU70/D/MED SC6  Sloped ceiling adaptor. remains on for two minutes after HID lamp
NOTES 1005 LU100/D/MED Degree of slope must be restrikes. o .
1 Ceramic arc tube consistent-color lamp. Philips MasterColor or GE specified (10D, 15D, 20D, EC® Emergency circuit (DC socket with leads for
ConstantColor. 25D, 30D). Ex: SC6 10D. connection to external emergency power
2 Notavailable withfinishes. CTA6 Ceiling thickness adaptor source; maximum 100W lamp).
3 Forcompatible Reloc systems, referto optionsand accessoriestab. (extends mounting frame SF  Single fuse.
g Ng::\\;g”:g:gmiﬂ E[ég;%ggm to accommodate ceiling CSA Listed and labeled to comply with Canadian
6 _Not available with QRS or QRSTD. thickness up to 2. Standards.
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6" AH Open Reflector, Narrow Distribution

Distribution curve Distribution data Output data Coefficient of utilization Illuminance Data at 30" Above Floor for
a Single Luminaire

AH 70M 6ARN, (1) MP70/C/U/MED lamp, 4800 rated lumens, .8 s/mh, test no. LTL7592

pf 20% 0, 0

From0° cp. Lumens Zone Lumens %lamp 80% 70% 50% o . o .
T R L N T

) . Mount at beam Beam beam Beam  beam
15° 2392 678 0°-60° 2414 503 2 52 50 51 48 48 46 i i i
%gz 1867578 %% 982'?380 24018 583 2 ﬁg 23 ﬁg 2‘11 ZLVZJ 2:13 height center  diameter edge diameter edge
45> 166 129  0°-180° 2M8 50.4* 5 4> 39 44 38 4038 10 'sc0 59 o0 118 5
oa, 8 ] “Efficlency 6 40 37 4236 3836 127 349 75 174 190 35
e 3 3 ;o313 M0 BB o w8 91 119 182 24
85° 0 0 9 3330 3% 30 33 16 17.3 10.6 8.6 213 17
90° 0 0 0 31 28 35 28 30 28

AH 70MHC 6ARN, (1) MPC70/C/U/MED lamp, 5800 rated lumens, .8 s/mh, test no. LTL7832
20% 0

o 10%
beam angle 43.0°  beam angle 78.4°
fc at fc at

f
From0° cp. Lumens Zone Lumens %lamp gc 80% 70% 50%
0° 3820 O 0°-30° 2130 36.7 pw_50% 30% 50% 30% 50% 30%

Initial fc
760 o° 3713 354 0°-40° 2883  49.7 1 59 58 57 55 54 53 pMount atheam  Beam beam Beam  beam
15° 2797 793 0°-60° 3121 53.8 2 55 53 54 51 51 49 i i i
1520 25° 2123 983 0°-90° 3123 538 3 51 49 52 47 48 46 height center diameter edge  diameter edge
35° 1199 753 90°-180° 0 0.0 4 48 45 49 44 45 43 g 1263 43  63.1 9.0° 125
2280 [T\ 45° 298 231 0°-180° 3123 53.8% 5 45 42 47 41 42 40 ¢ 67.9 59 339 122' 67
TS p 8§ ] efficlency 6 4239 4438 4037 12 43 75 22 155 42
jopngn? Ao SO AN I 7 3% M2 % 3o 8y 9T WL 188 29
3800 L2 85° 0 0 9 3532 3331 343 16 21.0 106° 105 2200 21
90° 0 0 10 33 30 37 29 32 29
AH 100MHC 6ARN, (1) MPC100/C/U/MED lamp, 8700 rated lumens, .8 s/mh, test no. ITL49566
. 0 pf . 20% ; 50% 10%
Fron;l] cp. Lumens f(_)neo Lumens %lamp g\fv 500203/5% 500/303{(;% 500203{3:% ) beam angle 45.8° beam angle 78.5°
N 0 5605 0 0°-30° 3289 37.8 Initial fc fo ot o at
| DIl LA oA ) BE TR A I e B e b
2240 I \\ 250 3788 1522 0°-90° 4716 542 5) 49 5 47 48 48 height center diameter edge  diameter edge

35° 1749 1099  90°-180° 0 0.0 43 45 49 44 45 43 g 1853 46 926 90' 184
' . 49

2
3
3360 ‘| 45° 385 298 0°-180° 4716 54.2* g 45 42 47 41 43 40
1
8

1¢ 10 996 6.3' 8 122° 99
b5 20 18 *Efficiency 42 39 45 38 40 38 ' ' '
s RS Yy 0% 8B BP0 g & A2 BE 8
5600 LA g 0 0 § 3 B UN XB/ 6 8 N4 B4 20 31
9° 0 0 10 33 30 37 30 32 30
AH 70MHC 6MBN, (1) MPC70/C/U/MED lamp, 5800 rated lumens, .6 s/mh, test no. LTL7409
of 20% ) o
From0° cp. Lumens Zone Lumens %lamp pc 80% 70% 50% 50% R 10% R
X A L & A e - Y
740 Y ° o ano . Mount atbeam  Beam beam Beam  beam
N 15° 2329 660 0°-60° 2196 37.9 2 39 38 38 36 36 35 i i i
1480 IR 95° 1511 699 0°-90° 2197 379 3 3735 37 3 3433 height center diameter edge diameter edge
35° 692 435 90°-180° 0 0.0 4 34 32 3532 3231 g 1238 34 619 77 124
2220 (T O 452 101 78 0°-180° 2197 37.9* 5 32 30 34 30 3129 100 666 46 333 105 6.7
S 95° 3 3 *Efficiency 6 30 28 32 28 29 28 1y 415 58 207 134" 41
2960 I T B 0 7 5351 3120 2820 14 283 71 12 162 28
3700 8° 0 0 9 2% 24 2823 my 0 208 83 103 190 21
90° 0 0 10 25 22 27 22 24 22
AH 70MHC 6BCN, (1) MPC70/C/U/MED lamp, 5800 rated lumens, .6 s/mh, test no. LTL7411
pf 20% 0, 0
From0° cp. Lumens Zone Lumens %lamp 80% 70% 50% 50% 0%
COWE L TEOEE gy sl St
) . Mount at beam Beam beam Beam  beam
15° 2528 717 0°-60° 2402 414 2 4341 42 39 39 38 i i i
%gz 1767521 Zgg 982'?350 24002 4(113 2 gg %g gg gzl g% gg height center diameter edge diameter edge
45° 125 97 0°-180° 2402 414* 5 35 33 37 32 33 32 1(8)' 1%:;‘ 2‘71 gg% 1&% 1;:(1)
95° 2 2 *Efficiency 6 33 31 3 30 3230 12 441 59 220 135" 44
= SEE IR IR NN
85° 0 0 9 28 26 31 25 27 25 16 218 84 109 182 22
9° 0 0 10 27 24 29 24 26 24

NOTES:

1. Forelectrical characteristics consult technical data tab.

2. Tested to current IES and NEMA standards under stabilized laboratory conditions. Various operating factors can cause differences between laboratory data and actual field measure-
ments. Dimensions and specifications are based on the most current available data and are subject to change without notice.
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